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Table 5 — Description and application of referent for mandatory action signs (category M) 

 

Reference No. 

ISO 7010-M001 

Referent 

General mandatory action sign 

Function 

To signify a mandatory action 

Image content 

Exclamation mark 

Hazard 

Risk to people not following the mandatory action specified by the supplementary sign 

Human behaviour that is intended to be caused after understanding the safety sign's meaning 

Carrying out the mandatory action specified by the supplementary sign 

Related referents 

ISO 7010-P001, ISO 7010-W001 

Additional information 

This safety sign cannot be used on its own and requires a supplementary sign to give further information about the action 
to be taken. 
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Mandatory Safety Rules
Make sure you clamp your workpiece well - to avoid spinning.

Let the drill do its work - do not apply much pressure (drill gets dull or

will snaps).

Use the correct drill speed (higher for aluminium, low for steel, very

low for stainless steel (RVS). Use the table on the wall.

Use drilling oil when needed (when in doubt - always use the green

oil).ISO 7010:2011(E) 
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Table 5 (continued) 

 

Reference No. 

ISO 7010-M004 

Referent 

Wear eye protection 

Function 

To signify that eye protection must be used 

Image content 

Human head (front view) wearing eye protection 

Hazard 

Flying objects/particles 

Human behaviour that is intended to be caused after understanding the safety sign's meaning 

Wearing eye protection 

Related referents 

ISO 7010-M007, ISO 7010-M013 

Additional information 

Test data obtained according to ISO 9186-1:2007 are not available from more than one country. Findings from national 
testing, however, showed that in one country the safety sign exceeded the criteria of acceptability. A supplementary text 
sign may be used to increase comprehension. If the safety sign is supplemented by manuals, instructions or training, a 
supplementary text sign may not be required. 
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Eye protection
recommended
Sharp bits will fly, drills snap.

ISO 7010:2011(E) 
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Table 5 (continued) 

 

Reference No. 

ISO 7010-M010 

Referent 

Wear protective clothing 

Function 

To signify that protective clothing must be worn 

Image content 

Overall (front view) 

Hazard 

Chemicals, heat or cold 

Human behaviour that is intended to be caused after understanding the safety sign's meaning 

Wearing protective clothing 

Related referents 

ISO 7010-M026 

Additional information 

Test data obtained according to ISO 9186-1:2007 are not available. Consequently, a supplementary text sign shall be used 
to increase comprehension except when the safety sign is supplemented by manuals, instructions or training. 
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Wear protective
clothing
Wear tight fitting clothing, keep

long hair out tied up, no jewellery

or anything else that can be

caught by the machine.

ISO 7010:2011(E) 
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Table 6 (continued) 

 

 

Reference No. 

ISO 7010-P028 

Referent 

Do not wear gloves 

Function 

To prohibit the use of gloves when operating a machine 
with drawing-in hazard 

Image content 

Two gloves, one outlined, one filled 

Hazard 

Drawing-in hazard to people wearing gloves while operating a machine 

Human behaviour that is intended to be caused after understanding the safety sign's meaning 

Operating a machine with drawing-in hazard without wearing gloves 

Related referents 

— 

Additional information 

Test data obtained according to ISO 9186-1:2007 are not available. Consequently, a supplementary text sign shall be used 
to increase comprehension except when the safety sign is supplemented by manuals, instructions or training. 
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Wearing gloves is
forbidden
Especially strong leather ones.

They get caught easily and then

‘help’ ripping body parts off.

Beware that this is a powerful, 3-phase (Krachtstroom), machine.

So unlike the other pillar-drill - it won’t stop of something jams.

Beware that the machine can start to spin if you press the green button while the rotary knob is set to 1 or 2.

Only use the emergency button on the front for emergency stops. For routine on-off use the rotary knob. De-energise

the machine with the red button when you are done.

Noise wise – be considerate to our neighbours – especially in the evenings.

If a machine is not clean or appears broken - then report this to the mailing list. Clean/fix prior to use.

Report any damage, issues or accident within 24 hours to the mailing list.
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